
GROUT CLEANING

●● Simple effective solution

●● Perfect for restrooms,
kitchens and any stone
or ceramic floor

●● Acid-Free

●● Phosphate-Free

●● Ready to use

Dilution ....................................................................................................Ready to use
DOT .........................................................................................................Not regulated
Odor.........................................................................................................Mild ammonia
pH............................................................................................................8.0–9.0
Physical appearance ................................................................................Milky white liquid
Pounds per gallon ....................................................................................8.5
Non volatiles ............................................................................................18%
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URETHANE FORTIFIED FINISH
Ultra Hard Finish
● Superior durability for high traffic areas
● High gloss
● Produces wet look shine with high speed burnishing
● Exceptional resistance to soaps, detergents, water, black

heel marks, scuffing and scratching

DIRECTIONS
1) Remove old sealer / finish.

2) Apply four thin coats using a finish mop.

3) Allow 30 minutes between coats.

Maintenance:
1) Dust mop.

2) Auto-scrub or damp mop using Preference Neutral Cleaner.

3) Re-coat when floor shows wear. Top scrub and apply 1-2 coats.

PL-327

●● Solutions for all your hard
floor maintenance needs

●● Superior quality

●● Outstanding performance

Urethane Fortified Finish
Item #08893 – 1 Gallon
Item #08894 – 5 Gallon


